
Compressor Mounting Bracket Guide 

Use the diagram to the right to identify possible 
mounting locations on your specific planter.  
*Remember to allow room for the lid to open 
ǇǊƻǇŜǊƭȅΦ  aŜŀǎǳǊŜ мрέ ǾŜǊǘƛŎŀƭƭȅ ŀƴŘ уέ ǘƻ ǘƘŜ 
right of this point. * 
 
¢ƘŜ Ψ·Ω ŘƛƳŜƴǎƛƻƴ ƛǎ ǘƘŜ ǎǇŀŎƛƴƎ ōŜǘǿŜŜƴ ǘƘŜ 
tank rail bolt holes, on center.  The bolt holes 
ŀǊŜ ǎǇŀŎŜŘ мέ ƻƴ ŎŜƴǘŜǊΣ ǿƛǘƘ мέ ǎƭƻǘǎ ŀǘ ŜŀŎƘ 
end. 

 Dimensions (inches) 

 H W D X 

Hydraulic 28.5 28.0 15.5 12.0 

12V Electric 26.0 24.0 12.0 12.0 
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   Dimensions (inches) 

Part Number Image Description Width (X) Height (Y) 

726050 

A U-Bolt 

3 5 

726051 3 6 

726052 3 8 

726053 4 6 

726054 4 7 

726055 5 7 

726057 8 10 

726397 4 4 

726490 8 12 

726059 N/A Bolts Only 3/8 X 1-1/8 

726450 
B 

Universal (up to 9X10 Bars):  Threaded Stud 
with Brackets 

726056 

C 
U-Bolt w/ Spacer 

Bracket 

7 7 

726058 8 8 

726455 10 10 

726500 7 4 

726060 D 
Angle Bracket 

Kinze 3800 

726435 E Kinze 3700 

726470 F High Above Tube N/A 

726515 
G Stand - Above Crossbar 

N/A 

726612 

H Low, Side Mount 

7 7 

726613 8 8 

726614 10 10 

726398 I  J - Bolt See Image 
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Y 

2.0 

R  0.38 MAX 

1/2 - 13 UNC THD 

 A 

 B 

Mounting Kits corresponding with this kit will be a 
combination of a U-Bolt and Spacer bracket as shown 
at left. 
 
For mounting on a Kinze planter, the 
bracket at right will be provided to 
relocate the Jack-Stand. 
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 D 

Kinze 3700 

 E 

Kinze 3800 

 F This mounting kit will consist of two of the brackets 
(shown above right), two straps, and two U-Bolts 

 G 



Shown from below. 

This mounting kit will locate the Compressor low and to the 
side of the main tongue.  Used primarily for Kinze planters. 
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