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Connecting Power to the Compressor  

For electric Compressor Modules power is supplied via a direct connection to the electric power source on the tractor.  A 

Tractor Power Cable (PN: 726088 - shown below must be routed from the planter attachment point through the under-

carriage of the tractor forward.  The cable can be connected directly to either the battery or starter to provide a stable 

and direct 12 Volt power source.  Connect the ground cable to the post of the battery or starter, not randomly on the 

frame of the tractor.   

For situations requiring the Compressor Module to be mounted farther than the provided cabling, a 12 foot 2-gauge 

extension is available (PN 726224).  For distances greater than this, see the Voltage Drop Table for recommendations 

on wire gauges and distances for custom applications. 

Values above are voltage lost for the round trip - twice the length of cable shown  

Avoid using lengths of cable/gage of wire in the red boxes 

The above values represent the voltage drop through any extension cables only.  There is an additional 1.2 

volt drop through the standard tractor cable. 

725554 - Kit that includes 2 housings & 4 contacts to use with #2 or smaller diameter wire gage.  Larger wire 

may require trimming of some strands to fit in terminal.  Crimper is not included in this kit, it can be done 

with most large crimpers 

  One way distance  

Wire 12 20 30 40 50 60 80 

0 0.12 0.20 0.29 0.39 0.49 0.59 0.79 

1 0.15 0.25 0.37 0.50 0.62 0.74 0.99 

2 0.19 0.31 0.47 0.63 0.78 0.94 1.25 

3 0.24 0.39 0.59 0.79 0.99 1.18 1.58 

4 0.30 0.50 0.75 0.99 1.24 1.49 1.99 

6 0.47 0.79 1.19 1.58 1.98 2.37 3.16 

20/20 AirForce Voltage Drop Tableτ50 amp current 



 

 



 

 


