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Pneumatic Spring; Down or Lift 

мκуέbt¢ · мκпέ · мκпέ .Ǌŀǎǎ t¢/ ¢ŜŜ 

мκуέbt¢ · мκпέ t¢/ ¢ŜŜ 

мκпέ .Ǌŀǎǎ t¢/ ¢ŜŜ 

оκуέ · мκпέ · мκпέ t¢/ ¢ŜŜ 

оκуέ t¢/ ¢ŜŜ 

оκуέ t¢/ фл° Elbow 

мκпέ bt¢ aŀƭŜ · оκуέ t¢/ {ǘǊŀƛƎƘǘ 

80 cubic inch Lift Circuit Receiver tank 

t¢/ ǇƭǳƎΤ  оκуέ ƻǊ мκпέ  

LEGEND 

оκуέ [ƛƴŜ ό.ƭŀŎƪ ƻǊ wŜŘκ{ƛƭǾŜǊύ 

мκпέ [ƛƴŜ ό.ƭŀŎƪ ƻǊ wŜŘκ{ƛƭǾŜǊύ 

726280 
LINES AND FITTINGS 

12-16 ROW - DOWN CIRCUIT 

         

 QTY PART NUMBER PART NAME DESCRIPTION Notes  

  1 726333 TUBING 3/8 BLACK 100' A  

  1 726322 TUBING 1/4 BLACK 100' B  

  2 726298 Y FITTING 3/8 x 1/4 x 1/4 PTC C  

  4 726103 PLUG 1/4 PTC D  

  24 63128 TIE STRAPS 12" UV BLACK E  

  2 726273 ELBOW 3/8 PTC F  

  2 726104 PLUG 3/8 PTC F  

  6 900120 TIE STRAPS 21" UV BLACK    

              

  NOTES:  

  A  To be used between enclosure and "Y" fittings  

  B  To be cut to length as required during installation for use between row units  

  C  To be used between 3/8" tubing and 1/4" tubing, use as required  

  D  Use as required at end of planter sections in "T" fitting on top of down force air bags  

  E  Use as required to secure tubing  

  F  Use between fittings on rear of enclosure / pneumatic manifold and 3/8 tubing  
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Plumbing Installation 

The following pages contain images of suggested methods of routing the air lines for your new 20/20 Air-
Force.  Due to the wide variety of planter/row unit configurations and accessories available, you should 
adapt the installation as necessary for your planter.  The primary concern is the security of the lines them-
selves.  The lines should be fastened to the planter in a manner that allows full range of motion/clearance 
of the row unit.  Special caution should be taken around rows at break or fold points of the planter as it  
folds to and unfolds from transport mode.  Extra lengths of slack or alternative routing may be necessary. 

The supplied fittings should have pre-existing thread sealant - ready to install - for ease of 

installment.  Always use Thread Tape when installing air fittings that do not have this 

Black Tubing - used for the Down Force Circuit 

Red / Silver Tubing - used for the Lift Force Circuit 

оκуέ ƭƛƴŜǎ ό.ƭŀŎƪ ƻǊ wŜŘκ{ƛƭǾŜǊύ - used for the main line from the Compressor Module to 

groups of rows, usually on the main draw bar of the planter 

мκпέ ƭƛƴŜǎ ό.ƭŀŎƪ ƻǊ wŜŘκ{ƛƭǾŜǊύ - used from the main line to and between the individual 

row unit Air Bags 

Secure the Air Lines using the supplied zip tie-straps - do not pinch the line closed when 

cinching tight 

¢ƘŜ мκпέ ƭƛƴŜǎ ǎƘƻǳƭŘ ōŜ ǊƻǳǘŜŘ ōŀŎƪ ǘƻ ŀƴŘ ǎŜŎǳǊŜŘ ǘƻ ǘƘŜ Ƴŀƛƴ ōŀǊ ƻǊ ǘƻ ŜȄƛǎǘƛƴƎ ōǳƴπ

dles of wires/hoses of the planter between row units 

aƻǎǘ олέ Ǌƻǿ ŎƻƴŦƛƎǳǊŀǘƛƻƴǎ ǎƘƻǳƭŘ ƴŜŜŘ ōŜǘǿŜŜƴ оп ǘƻ пн ƛƴŎƘŜǎ ƻŦ мκпέ ƭƛƴŜ ōŜǘǿŜŜƴ 

Down Force Air Bags.  Do not pre-cut the line, measure lay-out each length individually.   

[ƛŦǘ /ƛǊŎǳƛǘ ƪƛǘǎ ŎƻƴǘŀƛƴƛƴƎ м ŜȄǘǊŀ ōǊŀǎǎ мκпέ t¢/ ¢ŜŜ ǇŜǊ Ǌƻǿ ǿƛƭƭ ǊŜǉǳƛǊŜ ƭŜƴƎǘƘǎ ƻŦ ǘƘŜ 

мκпέ ƭƛƴŜ ŦǊƻƳ ǘƘŜ ŎƻƴƴŜŎǘƻǊ ƻƴ ǘƻǇ ƻŦ ǘƘŜ [ƛŦǘ .ŀƎ ǘƻ ǘƘŜ мκпέt¢/ ¢ŜŜ ǇƭŀŎŜŘ ƻƴ ǘƘŜ Ƴŀƛƴ 

Draw Bar. 

All Lift Circuits will require the use of one or multiple 80 cubic inch Air Receiver Assem-

ōƭƛŜǎ ŀƭƻƴƎ ǘƘŜ оκуέ ƭƛƴŜΦ  ¢ƘŜǎŜ ŀǊŜ ǳǎŜŘ ǘƻ ŘƛǎǎƛǇŀǘŜ ǘƘŜ ŦƻǊŎŜ ŎǊŜŀǘŜŘ ƛƴ ǘƘŜ [ƛŦǘ ŎƛǊŎǳƛǘ 

as the planter is raised and the weight of the row unit is transferred to the Lift bags.   

The color of the tubing is for ease of circuit identity only and has no bearing on capacities. 

This  process should be done with the planter raised, half 
folded for transport, and the row units fully extended down. 

After completion of the FIRST row and PRIOR to continuing to other rows, check for clearance of, and 
lack of pinch points on all lines and fittings.  This should be done by completely raising and lowering the 
planter to flex the row unit through it entire range of motion. 
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Row Configuration:  
Transport/ Fold:   

12 Row  
Lift and Twist 
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Row Configuration:  
Transport/ Fold:   

16 Row  
Lift and Twist 


