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Row Unit Conversion Instructions 

for: 
ǇƭŀƴǘŜǊ ƳƻŘŜƭǎΥ ΧΧΧΧΧΧΧΧΧΧΧΧΧΦΧΧΦΦΦΧΧΦΦW5мт·· κ тнлл κ толл 
to convert from 9ȄƛǎǘƛƴƎ {ǇǊƛƴƎǎΥΧΧΧΧΦΦΦΧΦΦΦΦW5 I5 !ŘƧΦ /ŜƴǘŜǊ {ǇǊƛƴƎǎΣ 

JD Light & HD Side Springs 
JD HD Springs (Center Quad) 

JD Dual Pneumatic Bags  
to  wŜǎǳƭǘƛƴƎ CƻǊŎŜǎ /ƻƴǘǊƻƭƭŜŘΥΧΧΧΧΦΧΧΧΧΧΧΧΧΧΧΧΦΦΦ5ƻǿƴ ϧ [ƛŦǘ 
with /ƻƴǾŜǊǎƛƻƴ YƛǘΥΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΧΦΦΦΧΧΦΧΧΧΦΦтнсрнл  

This conversion process applies to planters with Regular or Long parallel arms and Chain or Pro Shaft 

driven meters.  The examples shown below are diagrams for a planter with regular parallel arms; some 

components shown here may not apply to your particular planter.  Special notes will be made through-

out the following instructions to encompass individual model needs.  Images illustrating a completed 

row unit conversion are located at the end of these instructions. 

Existing Springs 


